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803.2af PolE
0o Converter o)
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Model : PoEC-1
P/N : 51704
Input @ [EEE 802.5af Pok + Ethernet Data
Output : JPoE + Ethernet Data
JPoE Power :

JPoE Voltage :
JPob Current :

Ethernet :

PICTORIAL VIEW OF PoE CONVERTER

Passive, on pins 4,5(+) & 7,8(-)

24V
250 mA (max.)

10/100 Mb/s

DO NOT SCALE

IF IN DOUBT — ASK!

JACQUES IEEE 802.3af PoE SPLITTER AND CONVERTER
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PoE switch
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PoES-1A PoE SPLITTER/CONVERTER
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Model : PoES—1A
P/N @ 51410

Input @ [EEE 802.5af Pok + Ethernet Data
Output : JPoE + Ethernet Data, Aux. Power

JPoE Power : Passive, on pins 4,5(+) & 7,8(-)
JPoE Voltage : 13V
JPoE Current : 500 mA (max.)

Input
Ethernet : 10/100 Mb/s Output

PoEC-1 or POES-1A

CAT-5/5¢/6 Ethernet cable
__— Patch lead (3 m max. length)

AN

To Jacques device (JPoE LAN port)
- SMI-3B1
- JIB=3B1

- UAI-3B1
— IPM=350 (PoEC-1 only)

TYPICAL CONNECTIONS OF
JACQUES PoE SPLITTER/CONVERTER
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