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IP SMART SPEAKER FAMILY

SCS-150+

(P/N 52011)

108

N,

&
A

7

AT

100

3202.8

3240

MOUNTING CLAMP POSITIONS
FOR BOTH SPEAKERS, SCS-150+
AND SCS-150C+.

MOUNTING CLAMPS SHOWN
THUS ARE ROTATED
INWARDS OF THE SPEAKER
WHEN IT IS BEING FITTED
INTO THE CEILING.

WHEN THE SPEAKER IS IN

PLACE, THE MOUNTING CLAMPS ARE

ROTATED OUTWARDS 90° BY THE
ACTION OF THE FIXING SCREWS
TIGHTENING, THUS CLAMPING TO
THE CUT OUT EDGE.
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(showing mounting clamps)
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SIDE VIEW

SHOWING CONNECTIONS

SCS-150C+
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(showing mounting clamps)
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SIDE VIEW
SHOWING CONNECTIONS

All dimensions in millimetres
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IP SMART CEILING SPEAKER FLUSH MOUNTING DETAILS

SCS-150+ SCS-150C+
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/ OUTLINE @240 / OUTLINE @232

SPEAKER CUTOUT DETAIL SPEAKER CUTOUT DETAIL
CEILING CUT OUT @208 NOTES ARE TYPICAL FOR CEILING CUT OUT @208
- = BOTH SPEAKERS, SCS-150+ — —

AND SCS-150C+.
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Min: 2 mm
Max: 30 mm

CONNECT CABLES, ETHERNET

PLUS RELAY CONTACTS IF
USED.
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MOUNTING CLAMPS ARE — =
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REMOVE GRILLE TO ACCESS
CLAMPING SCREWS.

TO REMOVE AN INSERTED GRILLE
FROM SCS-150+, USE A THIN

POINTED TOOL (1 mm DRILL BIT SHANK,
SHARP TWEEZERS) INSERTED INTO
HOLES AT EDGE TO PROGRESSIVELY /

PRIZE THE GRILL AWAY FROM THE
/ FASCIA SURROUND. THE SCS-150C+
/ \L@EJL GRILLE IS MAGNETICALLY ATTACHED.
SIMPLY PRIZE FREE WITH FINGER TIPS I

AT THE EDGE. \
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JUDICIOUSLY TIGHTEN ALL
CLAMPING SCREWS TO HOLD
SPEAKER FIRMLY WITHOUT

DAMAGING CUT OUT EDGE
MATERIAL.

PRESS SPEAKER GRILLE IN
PLACE ONCE SCREWS
HAVE BEEN TIGHTENED.

All dimensions in millimetres
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