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JEM-2+ Intercom PCA

Speaker

Inside pedestal hinged

front cover.

Illumination driver

Illuminated push button

RJ45 DIN mount

12

48

DIN rail

Pedestal base

cable entry/exit

Twist to negate

magnetic field

leading to loop

AFIL

cut into floor or ceiling

0.75 mm²  Fig. 8 cable

1 x 2C x 1.5 mm² orange circular power cable

Cat6 FTP (<100 m)

Cat6 FTP (<100 m)

From 48 v d.c. supply

in equipment room

From PoE network

switch

Spare

Inside pedestal HPU

Terminal block

Cat5e/6

patch cable

48 V d.c. to 12 V d.c. converter

Note: This drawing is subject to change.

Wiring will be reviewed when working on first prototype.

Microphone

Ampetronic CLD1

All items within are pre-wired

and connected to inboard

side of DIN rail interfaces.

See sheet 2 for further detail

in front of pedestal

LEGEND:

PRE-WIRED BY JACQUES

WIRED BY INSTALLER

DDR-15L-12
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+ -

V out

12 V 15 W

+-

V in

48 V

Meanwell

DDR-15L-12

2 x DIN

RJ45 outlet

Weidmuller

S808360000

or similar

T568A

Pair Pinout

DIN rail mount

screw terminal

modules

Square loop

Stripe

0.75 mm² Figure 8 cable.

Keep lightly twisted up to

entry/exit of the loop.

2 x Cat5e FTP < 100 m to Comms

cabinet PoE network switch,

1 connected, 1 spare

Output of induction

loop amplifier

PoE for JEM-2+ based

intercom

Power for induction

loop amplifier

2  Core round power cable

48 V d.c.

Black wire

Red wire

Altech CTS4U-N

or similar
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