
Jacques Expansion Module for 4th generation intercoms 

Allows for add-on features such as strobe light, induction loop amplifier

Compatible with VSL-4xxx series range

ACCESSORIES

JEX-4001 | 52056

Features

Specifications
General
Power Input		                                                                           3.3 V d.c., 100 mA max. (sourced from GEN4 series audio intercoms only)

Power Output		                                                                           12 V d.c., 250 mA max. 
                                                                                                                                     5 V d.c., 250 mA max. 

External Inputs 	                                                                                              2, for connection to dry contacts only

External Outputs                                                                                                      2, open drain (powered by 12 V d.c. or 5 V d.c. on board supply, 100 mA max. each)

Audio Input		                                                                           Line level, single ended, non-isolated

Audio Ouput		                                                                           Line level, single ended, non-isolated			

Max. single-ended Input Level (AIN, GND)                                                         +3.6dBu (3.3 V p-p)	

Max. single-ended Output Level (AOUT, GND)                                                  +3.6dBu (3.3 V p-p)	

Number of relays		                                                                           2

Relay Contact Type		                                                                           Changeover (NO, NC, COM)

Relay Contacy Rating  	                                                                          Max. switching voltage: 60 V d.c. , 30 V a.c.* 
                                                                                                                                     Max. switching current (per output): 2 A 
                                                                                                                                     Max. switching power (per output): 60 W (d.c.), 37.5 VA (a.c.) 
                                                                                                                                     Expected life: min. 105 operations (30 VDC / 2 A),  
                                                                                                                                                              min. 5 × 105 operations (30 VDC / 1 A)

Operating Temperature                                                                                          -20°C to 70°C (-4°F to 158°F)

Storage Temperature                                                                                              -40°C to 85°C (-40°F to 185 °F)

Connections
External Outputs, Power Outputs                                                                        1 x 5-way terminal block plug, 3.5 mm pitch

External Inputs                                                                                                         1 x 3-way terminal block plug, 3.5 mm pitch

Audio Input/Output                                                                                                1 x 3-way terminal block plug, 3.5 mm pitch

Relays                                                                                                                         1 x 6-way terminal block plug, 3.5 mm pitch

Compliance

                                                            * Important: The relay output may only be connected to an ES1 or a SELV circuit 

                                                                                   An ES1 circuit as per IEC/EN/UL 62368-1 or a SELV circuit as per IEC/EN 60950-1 must be separated safely from a 

                                                                                   dangerous electrical circuit (e.g. 230 V or 110 V mains power), 

                                                                                   e.g. by means of double insulation. The ES1 or SELV circuit must not exceed 60 V d.c. or 42.4 VAC_peak (30 VAC_eff)
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