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4th generation Universal Audio Interface 

Public Address Controller 

Powered via IEEE 802.3af PoE

Acoustic noise monitor (ANM) via built-in digital microphone

Balanced line level audio input and output (also configurable for single ended use)

Status LED indicators

Flexible mounting options (shelf, wall, 19 in rack card frame, DIN rail)

ACCESSORIES

UAI-4100 | 52228

Features

Specifications

Optional accessories

Audio Characteristics 
Max. Output Load		                                                                            600 Ω 

Max. balanced Output Level  (AOUT+, AOUT-)	                                   +13 dBu (10 V p-p)

Max. single-ended Output Level (AOUT+, GND)                                                +7 dBu (5 V p-p) 

Output frequency response (-3 dB)                                                                      32 Hz - 13.6 kHz

Input Impedance		                                                                           32 kΩ balanced, 16 kΩ single-ended

Max. balanced Input Level (AIN+, AIN-)                                                              +13 dBu (10 V p-p)

Max. single-ended Input Level (AIN+, GND)                                                       +7 dBu (5 V p-p)

Input frequency response (-3dB)                                                                          7 Hz - 13.6 kHz

Audio Codecs                                                                                                            Opus, G.711 A-law, G.711 µ-law , G.722, Jacques PCM

Microphone                                                                                                              Digital MEMS Microphone, Omnidirectional

Digital MEMS Mic Sensitivity                                                                                -26 dB ±1 dB @ 94 dB SPL

Digital MEMS Mic frequency response (-3 dB)                                                  100 Hz - 10 kHz

General
Power Input		                                                                           PoE IEEE 802.3af, Class 0

Power Consumption		                                                                           12 W max. (2.4 W standby)

Operating Temperature	                                                                          -20°C to 70°C (-4°F to 158°F)

Storage Temperature                                                                                               -40°C to 85°C (-40°F to 185 °F)

Operating Humidity		                                                                           (10 – 95) % non-condensing

Dimensions (WxHxD)		                                                                          55 mm x 32 mm  x 117 mm (2.17 in x 1.26 in x 4.61 in)			 

Weight			                                                                            0.25 kg (0.55 lb)

Material, Finish		                                                                           0.8mm (0.03 in) Zincanneal steel, painted matte black finish

Inputs
Number of Inputs		                                                                           1

Logic                   		                                                                           0

Number of relays                                                                                                     2

JEX-4001    		                                                                           Basic Multi-function Expansion Module

JCE-4000		                                                                                               Jacques Cable Extender Module

External Connections
Ethernet / Power		                                                                           1 x RJ45 port for Ethernet data (10/100/1000 Mbit/s) and PoE 

Diagnostic Port		                                                                           1 x Micro AB USB port for factory programming and diagnostics purpose only

Audio Input                    	                                                                          1 x 3-way terminal block plug, 3.81 mm pitch

Audio Output                                                                                                            1 x 3-way terminal block plug, 3.81 mm pitch

12 V d.c. Power Output, 550 Interface (Audio and RS485)                             1 x 10-way terminal block plug, 3.81 mm pitch

Cabling                                                                                                               
Ethernet                                                                                                                     4 pair UTP CAT-5E/6/6A, Size 23/24 AWG, 100 m (328 ft) max. T568A wiring scheme

550 Audio and RS485                                                                                              4 pair UTP Cat-5/5e/6, 24 AWG multi-strand conductors

Balanced audio                                                                                                         Screened cable (single pair), 100 m (328 ft) max. 

Single ended audio                                                                                                  Screened cable, 10 m (3.28 ft) max. 

Inputs                                                                                                                         To suit load and cable length (10 m max), 1.5mm² (0.002325 in ²) gauge max. 

Power inputs                                                                                                             To suit load and cable length, 1.5mm² (0.002325 in ²) gauge max. 

Compliance                           


